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The main feature that distinguishes Ecoforce AGM from a 
traditional battery is the gas recombination technology. For a 
traditional lead-acid battery the phase of charging  is characterized 
by the dissociation of water into hydrogen and oxygen. The two 
gasses leak from the caps, while the level of electrolyte inside 
the battery decreases. Ecoforce uses instead the principle 
of recombination.
Thanks to a special microporous separator (Absorbent Glass 
Material), impregnated with a controlled quantity of electrolyte, 
the oxygen released from the positive plate after the dissociation 
of water during charging, can migrate to the negative from which 
is fixed and then recombine with hydrogen, restoring the water 
that was dissociated. This establishes a closed electrochemical 
cycle, without any gas emission and without water consumption.
It’s a simple system, but to work best it requires great precision in 
manufacturing and an accurate choice of components. Important 
are both the whole plate-separators compression and the purity 
of the components.
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BATTERIA ERMETICA 
A RICOMBINAZIONE DI GAS

“SERIE ECOFORCE”

WARNING
Traditional lead-acid 
batteries are not 
suitable for micro 
hybrid vehicles.
In case of replacement 
fiamm recommends the 
installation of afb/agm 
batteries in all above 
models, respecting 
the original battery 
technology.
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AGM

TECHNICAL INFORMATION ECOFORCE AGM

The principal benefits of ECOFORCE AGM at a glance
+   Latest OE technology and quality 
+   High cranking amperage
+   Extreme charge and discharge acceptance
	 (three to four times longer cycle life than traditional batteries)
+   Low self-discharge
+   Higher resistance to vibrations than conventional batteries
+   Totally maintenance-free
+   Leak-proof and Spill-proof

EcoForce AGM (Absorbent Glass Material) is the best battery for micro hybrid car models with Start & 
Stop device, Brake Energy Regeneration and other technologies conceived to save consumption (such 
as gear shift indicators, intelligent alternator, etc.). 
Therefore the functioning of all these instruments depend on the presence of a battery that provides 
optimal performance, mainly in conditions of extreme cycling.

CODE
PERFORMANCE DIMENSIONS FEATURES

Ah CCA
A (EN) BOX LENGTH (mm) WIDTH (mm) HEIGHT (mm) LAYOUT TERMINAL HOLD-DOWN

VR760 70 760 L3 278 175 190 0 1  B13

VR800 80 800 L4 315 175 190 0 1 B13

VR900 90 900 L5 353 175 190 0 1 B13

Regulation (EU) 461/201
0
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Download the application from your smartphone to connect
through the QR Code to all the most interesting news of FIAMM:

- to the following link: http://www.i-nigma.mobi

- or send an SMS containing the word qk (+39) 349 2410601. You will receive 
  an SMS with a link to click depending on the model of your mobile phone.

FIAMM SpA
Viale Europa 63
Montecchio Maggiore (VI) 
36075 - Italy
Tel +39 0444 709311  
Fax +39 0444 699237
www.fiamm.com

Batterie Avviamento
Sede Operativa e Uffici Commerciali
FIAMM SpA
Viale del Lavoro 20
Veronella (VR) 
37040 - Italy
Tel. + 39 0442 489111
Fax. +39 0442 489162
info.starter@fiamm.com
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